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Architectural Survey File 

This is the architectural survey file for this MIHP record. The survey file is organized reverse-

chronological (that is, with the latest material on top). It contains all MIHP inventory forms, National 

Register nomination forms, determinations of eligibility (DOE) forms, and accompanying documentation 

such as photographs and maps. 

Users should be aware that additional undigitized material about this property may be found in on-site 

architectural reports, copies of HABS/HAER or other documentation, drawings, and the “vertical files” at 

the MHT Library in Crownsville. The vertical files may include newspaper clippings, field notes, draft 

versions of forms and architectural reports, photographs, maps, and drawings. Researchers who need a 

thorough understanding of this property should plan to visit the MHT Library as part of their research 

project; look at the MHT web site (mht.maryland.gov) for details about how to make an appointment. 

All material is property of the Maryland Historical Trust. 
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QA-45 
Roberts House 
Sudlersville 
Private 

18th century 

Beginning as a story-and-a-half, single room plan 
dwelling, the Roberts House grew to its present 2 1/2 
story, five bay form in three successive stages of 
construction. Little visible fabric survives from 
the earliest period, dating to the 18th or very early 
19th century, but the expansions and renovations under
taken during the second quarter of the 19th century 
remain clearly expressed in the interior woodwork. 
One unusual detail is a whitewashed, exposed nagging 
wall in the kitchen wing. 
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DESCRIBE THE PRESENT AND ORIGINAL (IF KNOWN) PHYSICAL APPEARANCE 

The Roberts House is located on the east side 

of Maryland Route 290 approximately one-quarter 

mile south of U. s. Route 301. The house and 

several farm buildings rest on high ground which 

drops away on the north into a low marshy area 

along Red Lyon Branch. 

From a distance, the Roberts House appears 

to be a relatively plain frame house, five bays 

wide and two-and-one-half stories high with a 

single flush brick chimney at each end of a 

pitched gable roof. A frame wing projects from 

the east gable of the main house. It is two 

stories high and three bays wide, with a modern 

exterior brick chimney on the east gable. A modern 

one story frame kitchen addition projects from the 

rear wall of the wing. 

A closer examination of the building, however, 

reveals that the main house was built in three 

separate stages. The slightly offset spacing of 

the two west bays on the south facade and a seam 

in the brick foundation are the most obvious clues 

that the house was built in more than one period. 

Further investigation reveals that the original 

CONTINUE ON SEPARATE SHEET IF NECESSARY 
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house dates to the 18th or very early mineteenth 

century, and now comnrises the two west bays of the 

enlarged house. This early dwelling was nearly 

square in plan and was only one-and-one half stories 

high. In the early 19th century, probably circa 

1830, a three bay, two-and-one-half story addition was 

made to the east gable of the original house. This 

e:·:panded the single room ulan to a center hall plan. 

Not long after this addition was made, probably no 

later than the early 1850's, the original story-and

a-half s~ction was raised to two-and-one-half stories, 

and the interior was complefely renovated. The two 

story frame kitchen wing was probably also added about 

this same time. 

The principal facad~ of the enlarged house faces 

south, away from the creek. The front entrance is 

located in the center bay, and consists of a wide 

paneled door with Greek moldings and a four-light 

transom, but without sidelights. It is flanked on 

either side by a pair of six-over-six windows. There 

are five six-over-six windows on the second floor and 

four six-over-six pitched-roof dormers on the third. 

Two cellar windows are located directly below the 
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west windows on the first floor. These provide light 

and air to a full cellar below the original ?art of 

the house. The foundation of this section is laid in 

three-course bond, while the foundation below the later 

section is slightly lower and is crudely laid in a 

random bond. 

A pair of small four-light attic windows flanking 

the chimney are the only openings in the west gable, 

while the only opening in the east gable is a four

light attic window to the left of the chimney. Most 

-of this gable wall is covered by the later two story 

wing. 

The rear facade more clearly reflects the two 

principal sections of the house. The earlier western 

part projects approximately 12 inches from the eastern 

addition, and the foundation of the later section clearly 

butts up against the original cellar foundation. 

There are six-over-six windows on each floor in the two 

west bays, and a single six-over-six dormer to the 

left of center. The original cellar windows on this 

~cade are no.longer functional. The west window 

has be~n converted into a bulkhead cellar· entrance and 

the east window has been blocked. A simple exterior 



CONTINUATION SHEET 

7.3 DESCRIPTION 

QA-45 

door is located in what is now the center bay of the 

rear facade, with two six-over-six windows to the left 

of the door on the first floor and three six-over-six 

windows on the second floor. The window directly 

above the rear door is slightly lower than the other 

second floor windows, allowing light onto the interior 

stair landing. A pair of six-over-six dormers are 

situated on this section of the roof. 

The early siding has been covered with modern 

aluminum siding, but a box cornice with mid-19th 

c~ntury bed mold and crown mold remains on both facades. 

Tapered rakeboards have survived on the west gable 

eaves, but on the east gable they have been replaced. 

The first floor of the main house is laid out 

in a center hall plan, with the west parlour floor one 

step higher than the hall and the east parlour. This 

room, though earlier than the rest of the house, was 

completely renovated in the mid-19th century. The 

fireplace is centered on the west gable wall, but has 

been blocked off. The mantel remains intact, and there 

is.__ a four-door cupboard built into 'the alcovP to the 

left of the fireplace. The mantel consists of ~ 

board surround with handsome fluted pilasters, plain 
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side blocks, and a mold~d shelf supported by a complex 

molding. All of the moldings are typical of the Greek 

Revival period, and the fascia board is rabbeted with 

flat geometric bands, also typical of this period. 

The paneled doors on the cupboard have Greek ovolo 

panel molds, and the architraves on both the cupboard 

and the windows and door are banded in a manner similar 

to the fascia of the mantel. The corner blocks in the 

architraves are somewhat unusual, with v~ry simple 

fretwork instead of the more usual bullseye patterns. 

The center hall and east parlour date to the 

second quarter of the 19th century and retain all 

of the original trim. The stair rises along the west 

wall of the hall to a landing at the rear, turns 

180 degrees and rises to the second floor. It is 

an open-string stair with simple tapered walnut 

newels, a walnut rail, and square ballusters. The 

carriage piece is decorated with scrolled console 

brackets, and the space below the carriage is finished 

with a large triangular raised panel. A door below 

the landing originally led to a clos~t under the stairs, 

but this has been converted into an interior cellar 

stair. The door is of particular interest, as the 
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interior face retains the original painted and grained 

finish, consisting of yellow-ochre panels and reddish

brown styles and rails. 

In the east parlour, the fireplace is centered 

on the east gable wall, and a door to the right of 

the fireplace leads to the wing. The original mantel 

has survived, and consists of a board surround with 

paneled pilasters, plain side blocks, and a h~avy 

shelf with a rabbeted groove on the front edge and 

a Greek molding below. Mrs. Ware, the present owner, 

stripped approximately five coats of paint from the 

mantel, and noted that the earliest coat was black and 

had small red flowers painted on it. A closet has 

been added to the left of the fireplace, but all doors 

and windows retain the original trim. This consists 

of an architrave with a recessed panel down the center 

set off by ovolo moldings on each side and a flat 

band of applied trim down the center. This pattern, 

with typical bullseye corner blocks, is used 

consistently in the east room and the hall on both 

f~oors, and differs markedly with the trim found in 

the west room on both floors. 

The second floor is a.modified center hall plan, 

with an original partition in the hall, creating .a small 
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unheated chamber opposite the stairs. The west room 

on the second floor is one-half step higher than the 

hall. The mantel is centered on the west gable wall 

and is flanked by original closets. The mantel is 

relatively simple, with plain pilasters and fascia 

and a plain shelf supported by a Greek molding. 

An early wooden box lock marked "No. 20 11 remains on 

the left closet door. On the right closet door there 

is ~ small brass spring latch with no identifying 

marks. 

The east chamber features a fireplace on the 

center of the east gable wall. with a painted and 

·grained Greek Revival mant~l. To the left of the 

fireplace a door has been cut through to the east 

room on the second floor of the wing. 

The third floor plan· is somewhat unusual, 

probably a result of the later alterations in the west 

portion of the house. The stair hall is partitioned, 

leaving a small landing at the top of the stairs, 

with access directly into the east chamber and 

into an unheated chamber at the hea~ of the stairs. 

The only access to the w~st chamber is thr6ugh the 

latter of these two rooms, which is presently used 
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for storage. There is no evidence of fireplaces or 

stove flues in either the east or west rooms, 

suggesting that these dhambers were also unheated. 

All three rooms are finished with plaster, but the 

baseboard and door trim is plain. The door to the 

west chamber is paneled and has a very nice metal 

box lock marked "Carpenter & Co., Patentees". The 

door to the east cha.mber is also paneled, and has 

a s~ring latch with a brass knob and the makers 

insignia "A & FWH'1
• 

A hatch in the ceiling of the west room allows 

very limited access to a narrow crawl snace above the 

collar beams. The roof framing provides clear 

evidence that the west section of the house has been 

raised. The roof above the east chamber and the hall 

is of common rafter construction with the rafters 

secured at the ridge with a pegged mortise-and-tenon 

·joint. Early weatherboard siding remains in place 

on what was the exposed west gable of this section 

of the building. The roof above the present west 

chamber is clearly later. The rafter~ are mitred 

and butted at the ridge, and this section of .the roof 

now covers the old gable siding. 
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The cellar supplies the necessary evidence to 

determine that the lower part of the west section is 

original, however. The brickwork is much finer, and 

the floor framing is clearly earlier. The final 

proof comes from pieces of early beaded weatherboard 

siding visible on what was the exterior face of the 

east gable wall of the west section. This siding 

has been covered by the framing of the hall and east 

chambers, but remains visible from the cellar. The 

siding is secured with wrought nails, so the original 

house must date to the 18th or the very early 19th 

century. 

The two story wing on the east gable is of 

somewhat uncertain date. The interior was extremely 

plain to begin with, and has been modified considerably 

over the years. At present the fenestration consists 

of a door in the left bay on the south facade with 

two six-over-six windows to the left and three 

six-over-six windows on the second floor. There are 

no windows on the east gable, and the original flush 

chimney has been replaced with a modern exterior brick 

chimney. The rear facade has been largely covered 

by a recent one-story addition, leaving a single 

six-over-six window in the east bay on each floor 
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and a single six-light sash in the west bay on the 

second floor. 

According to Mrs. Ware, both the interior plan 

and the fenestration of the south facade have been 

changed. The door used to be in the center bay of 

that facade, flanked by a single six-over-six window 

on each side. There were two rooms on the first floor, 

a large room to the east that served as the kitchen 

and a narrow pantry to the west. An enclosed winder 

stair in the northwest corner orovided access to a 

single room at the west end of .the second floor. 

A steep ladder stair to the left of the kitchen 

·f.ireplace allowed access to two more rooms at the 

east end of the second floor. Mrs. Ware recalls that 

the west room on the second floor was always considered 

to be a guest room, while the east rooms were said 

to have been used by house servants or slaves. The 

winder stair has been removed, however, and the 

partition between the kitchen and the pantry has been 

shifted to the east. This has reduced the size of 

the old kitbhen somewhat, but allows room for an 

" entry hall between the front of the house and the 

20th century kitchen ~ddition to the rear. The ceiling 
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of the early kitchen remains open, with the exposed 

joists and the lower face of the floorboards above 

covered with numerous coats of whitewash. The floor 

joists also remain exposed in the northeast room on 

the second floor, but these are stained dark, 

apparently with soot. The most interesting feature 

of this wing is the exposed wall construction surviving 

on the north wall of the kitchen. The heavy post-and

beam wall construction is left exposed, with brick 

nagging bedded in mortar serving as infill. The 

rtogging is covered with a thin coat of plaster, and 

the studs, posts, and an upbr~ce at the corner are all 

whitewashed. Mrs. Ware can remember when all three 

walls remained intact, but the nagging was eventually 

removed from the other walls and replaced with 

insulation and board paneling. 

It is unclear whether this wing was always two 

stories or was raised from a story-and-a-half. The 

wall framing is not accessible on the second floor, 

but the roof is surprisingly late in construction, 

wi-t.h the rafters mitred and butted at the ridge, a 

practice generally associated with the mid- and 

late-19th century. By contrast, the first floor 
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framing and the exoosed brick nogging seem indicative 

of the pre-Civil War period. 
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_1600-1699 
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_LANDSCAPE ARCHITECTURE 

_LAW 

x_1100-1199 

X_1000-1099 

x_1900-

--ARCHEOLOGY-HISTORIC 

--AG AICU LTU At; 

XAACHITECTUAE 

__ART 

_COMMERCE 

_COMMUNICATIONS 

SPECIFIC DATES 

STATEMENT OF SIGNIFICANCE 

_EDUCATION 

_ENGINEERING 

_EXPLORATION/SETTLEMENT 

_INDUSTRY 

_INVENTION 

_LITERATURE 

_MILITARY 

_MUSIC 

_PHILOSOPHY 

_POLITICS/GOVERNMENT 

BUILDER/ARCHITECT 

The relatively plain exterior appearance of 

the Roberts House belies a complex and extremely 

_RELIGION 

_SCIENCE 

_SCULPTURE 

_SOCIAUHUMANITARIAN 

_THEATER 

_TRANSPORTATION 

_OTHER I SPECIFY) 

interesting example of the growth of a small 18th 

century dwelling house. Beginning as a story-and-

a-half, single-room plan, this house grew to its 

present two-and-one-half story, five bay form in 

three successive stages of construction. Although 

little visible evidence remains of the earliest 

period, the two expansions and renovations 

undertaken during the second quarter of the 19th 

century remain clearly expressed in the interior 

woodwork. Each phase of the work is clearly 

reflected in the detailing of the mantels, trim, 

hardware and doors. Of particular interest are 

two surviving examples of painted and grained 

woodwork, numerous examples of signed hardware, 

and the unusual fretwork corner blocks used in 

the west parlour and chamber. 

CONTINUE ON SEPARATE SHEET IF NECESSARY 
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8.1 STATEMENT OF SIGNIFICANCE 

The wing is also of interest, featuring a 

segregated second floor plan, exposed joist ceilings, 

and the only recorded example in Queen Anne's County 

of an exposed brick nogging wall. 

Also of interest is a post-and-plank meat house 

to the rear of the house and a 19th century carriage 

house in the farm yard. 
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