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William C. Hall Farm 

 

Architectural Survey File 

This is the architectural survey file for this MIHP record. The survey file is organized reverse-

chronological (that is, with the latest material on top). It contains all MIHP inventory forms, National 

Register nomination forms, determinations of eligibility (DOE) forms, and accompanying documentation 

such as photographs and maps. 

Users should be aware that additional undigitized material about this property may be found in on-site 

architectural reports, copies of HABS/HAER or other documentation, drawings, and the “vertical files” at 

the MHT Library in Crownsville. The vertical files may include newspaper clippings, field notes, draft 

versions of forms and architectural reports, photographs, maps, and drawings. Researchers who need a 

thorough understanding of this property should plan to visit the MHT Library as part of their research 

project; look at the MHT web site (mht.maryland.gov) for details about how to make an appointment. 

All material is property of the Maryland Historical Trust. 

 

Last Updated: 01-23-2020 



MARYLAND HISTORICAL TRUST 
DETERMINATION OF ELIGIBILITY FORM 

NR Eligible: yes 
no 

Property Name: William C. Hall Farm Inventory Number: QA-53 

Address: 131 Bens Point Road City: Church Hill Zip Code: 21623 

County: Queen Anne's USGS Topographic Map: Church Hill 

Owner: Southeast Creek LLC Is the property being evaluated a district? yes 

Tax Parcel Number: _15 Tax Map Number: ^6 Tax Account ID Number: 006596 

Project: The Preserve at Southeast Creek 

Site visit by MHT Staff: x no yes Name: 

Agency: US Army Corps of Engineers 

Date: 

Is the property located within a historic district? yes x no 

If the property is within a district 

NR-listed district yes Eligible district yes 

Preparer's Recommendation: Contributing resource yes 

District Inventory Number: 

District Name: 

no Non-contributing but eligible in another context 

If the property is not within a district (or the property is a district) 

Preparer's Recommendation: Eligible x yes no 

c 
Criteria: A B x c D Considerations: B D None 

Documentation on the property/district is presented in: MIHP form QA-53, Maryland Historical Trust 

Descript ion of Property and Eligibility Determinat ion: (Use continuation sheet if necessary and attach map and photo) 

The William C. Hall Farm is located on the south side of Bens Point Road, to the northwest of the town of Church Hill, north 
of Southeast Creek and west of Route 213. The farm consists of eight farm buildings, a two-story house, a harness racing 
track, and soy bean fields set on 161 acres. The farm buildings date from the twentieth century. All but one of the buildings 
have concrete masonry foundations. They are grouped facing east along the driveway/ Heritage Farm Lane (although one 
small shed is located directly to the south of the house). The house is located at the south end of the driveway and the harness 
track is located to the west of the farm buildings. A modern house (on an adjacent separate parcel) has been built to the 
northeast of the house near Bens Point Road. 

The house is two stories and runs east and west. As indicated in MIHP Form #QA-53, it was built in two main phases. The 
west part has two bays, a gambrel roof, and box cornice, and it is taller than the east part. It is estimated to have been built in 
the late 1830s. The east part of the house has a three bays and a gable roof and was built circa 1840-1855.' The north side of 
the house has four dormer windows and the south has three. The east part of the house has an interior chimney at its east wall. 

Orlando Ridout V, MIHP Form QA-53 (William C. Hall Farm), Maryland Historical Trust, 1980. 

MARYLAND HISTORICAL TRUST REVIEW 
Eligibility recommended 
Criteria: A B ) ^ C 
Comments 

Eligibility not recommended 
D Considerations: A B D E None 
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Continuation Sheet No. 1 

The fireplace would have accommodated cooking, and the room where it is located remains a kitchen. The west part of the 
house has an exterior chimney on its east wall; the east part of the house was built around this chimney. A bulkhead on south 
side leads into the cellar for the main part of the house. The cellar ceiling joists are gang-sawn hewn timbers, and the brick 
relieving arch of the chimney is visible in the brick foundation. 

The west part of the house is three steps higher than the east part. The house has two staircases, each at the west side of each 
part of the house. The staircase for the west (older) part of the house is tightly wound at the top, and it opens onto one large 
room. The staircase for the east part of the house turns at a landing three steps from the bottom, and the upstairs is divided into 
two rooms. The upstairs of each part of the house are completely segregated from each other, due to the different floor heights 
and roof types. The first floor of the west past of the house is divided into a parlor and side hall. The original floors, Greek 
Revival fireplaces, paneled door jams and a corner cabinet remain in the west part of the house, including a fireplace on the 
second floor. 

The house was surveyed in 1979-80. At that time, the west part of the house and part of the south wall of the east part were 
covered in clapboard, with the rest of the house clad in brick. The mix of materials was due to a previous collapse of the south 
wall. Today, a one-story, shed-roof addition has been added to the east side of the north facade. This addition, along with all 
the area previously clad with clapboard, is clad with aluminum siding. The original brick wall remains exposed inside this 
addition. In 1979, there was a porch at the west side of the north facade, which has since been removed, except for the 
concrete pad. Also since 1979, a second dormer has been added to the second floor of the east part of the north side. 

The house has had other alterations. Closets have been added. The windows have been replaced. The brick foundation has 
been repaired in parts. Paneling has been installed in the stair hall of the east part of the house. The house had been 
modernized with the introduction of electricity and plumbing for a bathroom and a modernized kitchen. The original main 
entrance to the house has been blocked by the installation of the bathroom. The 1979 photographs show the ghost of the 
doorway in the clapboarding under the bathroom window. This change has reversed the physical orientation of the house. 
Originally, one would have arrived from the south from Southeast Creek, so the south would have been the front. Now one 
arrives from the north from Bens Point Road, so the north side of the house is considered the front. Originally the farm 
buildings would have been located behind the house. 

The house is recommended as eligible for the National Register of Historic Places because the west side of the house remains 
as an example of a single parlor side hall gambrel roof house. The original details and interior finished of this side hall house 
remain. The addition of the east side of the house, with its segregated second floor, exhibits a pattern of social dynamics of 
housing a servant and or farmhouse within a small house. The north side addition does not contribute to the historic nature of 
the resource, but this room is both obvious and reversible, with the original brick and openings remaining inside the addition. 
The full cellar under the main part of the house shows gang-sawn timers that were probably cut nearby at the Church Hill Mill, 
contributing to the interest of this house for local history. The farm buildings are not recommended as eligible for the National 
Register of Historic Places because they are not significant examples of design or construction and do not possess associative 
or information value. Likewise, the farm buildings in juxtaposition with the house and fields do not create a significant 
example of a historic agricultural landscape. Additionally, because of the modern construction adjacent to the property, 
including the house on Bens Point Road and Route 213 (Church Hill Bypass) to the west, the historic setting of the property 
has been compromised by visual intrusions. As a whole, the farm is not recommended as eligible for the National Register of 
Historic Places. 
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Prepared by: Rebecca Howell Date Prepared: 8/31/2005 



Attachment 1: Schematic Site Plan 
William C. Hall Farm (MIHP #QA-53) 
131 Bens Point Road, Church Hill, Maryland 21623 (Queen Anne's County) 



Name: CHURCH HILL Location: 039° 09' 07.57" N 075° 59' 23.50" W 
Date: 9/16/2005 Caption: William C. Hall Farm- QA-53 
Scale: 1 inch equals 2000 feet 131 Bens Point Road 

Church Hill, MD 21623 























QA-53 
William C. Hall Farm circa 1330's 
Church Hill vicinity circa 1840-55 
Private 

The early dwelling on the William C. Hall farm 
was built in two successive stages in the second quarter 
of the 19th century. The original section is an 
unusual two bay example of the side hall, single parlor 
gambrel roof house, probably constructed in the late 
1830's. The three bay brick addition was added circa 
1840-1355, and later underwent major repairs following 
the collapse of part of the south facade. Much of the 
original detail remains. Features of particular 
interest include the segregated and unfinished living 
quarters above the kitchen and the gang-sawn timbers 
in the cellar, probably cut at the Church Hill Mill 
nearby. 
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DESCRIPTION QA-53 

—EXCELLENT 

—GOOD 

X-FAIR 

CONDITION 

—DETERIORATED 

—RUINS 

—UNEXPOSED 

CHECK ONE 

—UNALTERED 

X-ALTERED 

CHECK ONE 

X-ORIGfNALSITE 

_MOVFD OATF ^ _ , 

DESCRIBE THE PRESENT AND ORIGINAL (IF KNOWN) PHYSICAL APPEARANCE 

The William C. Hall Farm is located on the 

south side of Ben's Point Road, approximately one 

mile northeast of Church Hill. The early house 

on the farm is sited on high ground on the north 

side of the main branch of Southeast Creek. 

The house was constructed in two stages. The 

original frame section is 1 1/2 stories high, two 

bays wide and one room deep, with a single exterior 

brick chimney centered on the east end of the 

gambrel roof. Dating evidence suggests this 

building was constructed in the 1830's. Soon 

thereafter, probably circa 1840-1855, a story-and-

a-half brick addition with a steeply pitched 

gable roof was made to the east gable wall. This 

wing is three bays wide and the same depth as 

the main house. A large section of the south wall 

of the brick addition evidently collapsed and 

has been rebuilt in frame. 

The principal facade of the original house 

faces south toward the creek. The entrance door 

was located in the west bay, but has been blocked 

off and replaced with a 6/6 window. There is an 

original 6/6 window to the right (east) and two 

CONTINUE ON SEPARATE SHEET IF NECESSARY 

[J 



QA-53 

CONTINUATION SHEET 

7.1 DESCRIPTION 

6/6 shed roof dormers on the second floor. A bulkhead 

cellar entrance is located in the east bay and a small 

cellar window in the west bay of the foundation, which 

is laid in three-course bond.-- The lower part of the 

facade is covered with German siding, while the upper 

part, protected by the eave overhang, is sheathed with 

early beaded weatherboards. A beaded cornerboard 

survives on the southwest corner, the southeast corner-

board has been replaced. The eave is finished with a 

box cornice with a beaded fascia board and a crown mold 

consisting of a beaded board set at the appropriate 

angle. The roof is covered with asphault shingles. 

There are no openings in the west gable. The east 

gable is almost entirely covered by the later addition. 

A wide, exterior brick chimney is centered on this end 

of the house. 

The north facade is virtually identical to the south 

facade. The door is located in the west bay, with a 

single 6/6 in the east bay and two 6/6 shod roof dormers 

on the second floor. The original beaded frames with 

backband trim have survived on both first floor 

openings. Beaded weatherboards cover the entire facade 

and both beaded cornerboards remain intact. The box 



QA-53 

CONTINUATION SHEET 

7.2 DESCRIPTION 

cornice has a beaded fascia board and a plain beveled 

crown mold. A seam in the three-course bond foundation 

suggests a blocked cellar window below the first floor 

window. 

The majority of the south wall of the wing collapsed 

at some point and has been replaced with frame. .The 

remaining brickwork is laid in three-course bond below 

a two-course corbeled cornice. The rebuilt frame section 

is covered with narrow horizontal siding nailed with 

wire nails. The fenestration is asymmetrical. A door 

is located to the right of center, flanked by a single 

widely spaced 6/6 to the left and a second 6/6 to the 

right. There is a single 6/6 shed roof dormer above the 

west window. The profile of the original corbeled 

cornice is imitated in wood on the frame section. 

The east gable of the addition is also laid in 

five course bond, with a flush chimney centered on the 

ridge. A pair of four-light windows flanking the 

chimney in the upper gable are the only openings. 

The original five-course bond brickwork and corbeled 

cornice have survived intact across the entire north 

facade. There are doors in the west and center bays and 

a modern paired 6/6 window in the east bay. A single 

6/6 shed roof dormer is located in the west bay on 
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CONTINUATION SHEET 

7.3 DESCRIPTION 

the second floor. 

The original house has a side hall, single parlor 

plan. A straight-run stair rises against the west wall 

of the passage, then turns in a tight winder to the 

second floor. The banister has been removed from the 

straight section of stair, but has been stored on the 

second floor. The rail is plain, with square ballusters 

and a 20th century newel. A four panel door with 

flattened ogee panel molds opens to a closet below the 

stairs. Later flooring in the closet and framing 

evidence in the cellar indicates there was originally 

a steep ladder-stair to the cellar. The door architraves 

on this door and the door to the parlor are rabbeted 

and beaded, a profile typical of the Greek Revival 

period. 

The fireplace in the parlor is centered on the east 

gable wall. The chimney is on the exterior of the gable 

and does not project into the room, a feature only 

occasionally encountered in this area. The fireplace 

opening has been blocked, but the hearth and mantel 

remain. The mantel is a beaded board surround with 

reeded Greek Revival pilasters that terminate in 

rabbeted side blocks. The reeding is carried across 
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CONTINUATION SHEET 

7.4 DESCRIPTION 

the top of the opening below a plain frieze set off 

by a molded "panel" edge. The complex molded shelf is 

dominated by a Greek Revival profile. An original 

door to the left of the fireplace leads to the wing. 

The soffit and jambs are paneled, and the four-panel 

door has the same flattened ogee panel mold as the door 

below the stair landing. The architrave moldings 

match the hall doors; the baseboard is rabbeted. 

Patches of fallen plaster reveal riven lath secured 

with machine nails. 

The second floor has been opened up into a single 

large room with a blocked fireplace on the east gable. 

The mantel is similar to the first floor mantel, but 

the side blocks are paneled with flattened ogee panel 

molds. There is no access to the roof or the eaves. 

There is a full cellar below the original house. 

An arched recess in the center of the east gable marks 

the location of the exterior chimney base. The ceiling 

joists run parallel to the gable walls and are gang-

sawn from hewn timbers. It is relatively unusual to 

find heavy framing timbers in pre-Civil War houses that 

are not pit-sawn from hewn logs. It is highly probable 

that these timbers were sawn locally at the Church Hill 
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CONTINUATION SHEET 

7.5 DESCRIPTION 

Mill, which is only slightly over a mile away and is 

known to have operated a saw mill as early as 1765. 

The first floor of the wing is three steps lower 

than the main house and is divided into two rooms. The 

exterior chimney of the original house projects into 

the west room. An enclosed winder stair and a small 

cupboard are built into the southwest corner of this 

room, to the left of the chimney. Three steps to the 

right of the chimney lead up to the parlor of the 

original house. 

A large pyramidal chimney projects from the east 

gable wall in the south room, which serves as the kitchen. 

A steep ladder-stair to the left of the chimney has 

been removed and the opening closed off. The only 

detail of note in this room are the beaded horizontal 

boards that sheath the majority of the interior 

partition wall. 

The second floor is divided into two rooms by a 

plain board partition wall. The west side of this 

wall has been plastered, as has the entire west room. 

The lathing is machine sawn and secured with machine 

nails. The east room is whitewashed and has never been 

plastered. There are no collar beams; the rafters are 



QA-53 

CONTINUATION SHEET 

7.6 DESCRIPTION 

joined at the ridge with a pegged mortise-and-tenon 

joint. The door opening that connects these two rooms 

has been cut in and is fitted with a 20th century door. 

It is clear that these two ro'o'ms were originally 

segregated, the east room serving as a sleeping chamber 

for the kitchen servant or for a farm hand. This 

unheated and unfinished servants room contrasts sharply 

with the simple but finished appearance of the west 

room. 
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STATEMENT OF SIGNIFICANCE 

The early dwelling on the William C. Hall farm 

was built in two successive stages in the second 

quarter of the 19th century. The original section 

is an unusual two bay example of the side hall, 

single parlor gambrel roof house, probably 

constructed in the late 1830's. The three bay 

brick addition was added circa 1840-1855, and later 

underwent major repairs following the collapse of 

part of the south facade. Much of the original 

detail remains. Features of particular interest 

include the segregated and unfinished living 

quarters above the kitchen and the gang-sawn timbers 

in the cellar, probably cut at the Church Hill 

Mill nearby. 
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Field Notebook QA-XII, Recorded October 16, 1979. i 

The Maryland Historic Sites Inventory was officially created 
by an Act of the Maryland Legislature, to be found in the 
Annotated Code of Maryland, Article 41, Section 181 KA, 
1974 Supplement. 

The Survey and Inventory are being prepared for information 
and record purposes only and do not cons t i tu t e any inf r inge
ment of individual property r i g h t s . 
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QA-53 William Hall Farm 
Church Hill vicinity 
Orlando Ridout V 1979 
South facade 





QA-53 William Hall Farm 
Church Hill vicinity 
Orlando Ridout V 1979 
View from Southwest 





QA-53 William Hall Farm 
Church Hill vicinity 
Orlando Ridout V 1979 
View from Northeast 






