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Architectural Survey File 

This is the architectural survey file for this MIHP record. The survey file is organized reverse-

chronological (that is, with the latest material on top). It contains all MIHP inventory forms, National 

Register nomination forms, determinations of eligibility (DOE) forms, and accompanying documentation 

such as photographs and maps. 

Users should be aware that additional undigitized material about this property may be found in on-site 

architectural reports, copies of HABS/HAER or other documentation, drawings, and the “vertical files” at 

the MHT Library in Crownsville. The vertical files may include newspaper clippings, field notes, draft 

versions of forms and architectural reports, photographs, maps, and drawings. Researchers who need a 

thorough understanding of this property should plan to visit the MHT Library as part of their research 

project; look at the MHT web site (mht.maryland.gov) for details about how to make an appointment. 

All material is property of the Maryland Historical Trust. 
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QA-62 
Caleb Clough House 
Price vicinity 
Private 

circa 1820 

The Caleb Clough House, though badly deteriorated, 
offers a unique opportunity to study an early 19th 
century dwelling that was constructed using a mixture 
of hand-made and machine-made hardware. Examples of 
at least six different types of early.nails are 
evident, each used in a relatively specific context. 
The exposed condition of the framing allows detailed 
examina~ion of the majority of the building, while 
sufficient architectural evidence remains to ascertain 
the original plan and many of the details. 
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DESCRIBE THE PRESENT AND ORIGINAL (IF KNOWN) PHYSICAL APPEARANCE 

The Caleb Clough House is located on the 

northeast side of Maryland Route 405 approximately 

l 1/2 miles southeast of Price. The building has 

been vacant for years, replaced by a modern ranch 

house that partially screens it from view. Several 

small barns and farm buildings are clustered to 

the north and east, directly behind the house. 

Little more than the basic shell remains of 

the original dwelling and an adjoining wing, 

making analysis somewhat difficult. The original 

house is of frame construction, resting on the 

remnants of a continuous brick foundation. It is 

one-and-one-half stories high, five bays wide, and 

one room deep. The roof is a gambrel; with shed 

roof dormers on each facade. A story-and-a-half 

frame wing with a pitched roof projects from the 

southeast gable. Until recent years, there was 

a flush brick chimney centered on the northwest 

gable of the original house, and a larger shared 

chimney on the southeast gable which served both 

the house and the wing. These have been taken 

down, however, leaving only the lower portion of 

the southeast chimney intact. 

The principal facade faces southwest, toward 

CONTINUE ON SEPARATE SHEET IF NECESSARY 
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the road. The door is located in the center bay, 

flanked by a pair of two-over-two windows on each 

side . The three shed roof dormers are also fitted 

with two-over-two sash. A pair of two-over-two 

windows flanking the chimney on the second floor 

are the only openings on the northwest gable, 

while the southeast gable is almost entirely 

covered by the later wing. The rear or northeast 

facade is identical to the front facade, except 

that the center dormer window has been omitted. 

The exterior walls are covered with flush 

board siding with rabbeted edges, secured with 

wire nails. The upp~r gable on the southeast 

wall is covered with plain horizontal weatherboards, 

probably dating to the construction of the wing. 

A plain box cornice with a beaded fascia board 

secured with hand-he~ded raachine nails is carried 

across both facades of the original house . The 

rakeboards und cornerboards are plain, however, 

and So not appear to be early. Portions of the 

exte 1 or sic ·.ng have been covered with sheP-ts of 

tin; t he roof is covered with wood shingles. 

The wing extends the full depth of the main 

house, but the roof is not as high , leaving the 

\ 
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upper gable of the house partially exposed. There 

is a batten door in. the center and a two-over-two 

window in the north bay of each facade of the wing, 

and a window opening in the center of the southeast 

gable on both floors. The wing rests on brick 

piers, with plain horizontal weatherboard siding, 

a plain box cornice, and a tin roof. Both the 

rakeboards and the cornerboards are plain. 

The interior of the main house has been almost 

entirely stripped out. The original plan consisted 

of a center hall, with a single parlour on each 

side. The interior partitions were made of beaded 

vertical boards, while the remaining walls were 

apparently all plastered. The interior partitions 

have been removed, leaving a single board embedded 

in the plaster of the facade walls at each end. 

Early door trim has survived on both the front 

and rear doors, and window architraves remain on 

all four windows in the southeast parlour. Most 

of the beaded baseboard also survived in the 

southeast parlour, as well as two sections of 

chairrail. The corner posts protrude into the 

parlours at both ends, and in the southeast room 
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are encased with one-inch boards with a full 3/4 

bead on the corner. A badly damaged six-panel 

door remains in the loft of a nearby granary, 

presently serving to patch a hole in the crib 

partition. The panel mold is an ogee-astragal, 

identical to the back band found on both exterior 

door surrounds of the original house. The window 

surrounds in the parlour consist of a beaded fascia 

board with a quarter round back band set off by 

fillets. The shelf of the chairrail has a half

round nosing below a fillet, with a cavetto

astragal molding applied against a beaded fascia 

board directly below the shelf. 

Very little else remains of the interior. 

The flooring has been removed from the first and 

second floor, and most of the second floor joists 

have been sawn off and removed. The original stair 

is gone, and the only visible details surviving 

on the second floor are the beaded boards that 

delineate the dormer window recesses and one section 

of beaded baseboard. The second floor plan 

duplicated the first floor, also utilizing beaded 

board partitions. 

The framing system is clearly visible due to 
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the exposed condition of the interior. The first 

floor joists are round logs, hewn flat on the top 

face but otherwise left rough with the bark still 

on. These are closely spaced and are notched over 

heavy hewn sills that rest on the brick foundation. 

The studs are mortised into the sills and into 

heavy, hewn top plates. The corner posts are also 

hewn, and are- stabilized with hewn down braces. 

Both the corner posts and the top plates are thicker 

than the studs and therefore protrude into the room. 

The corner posts were dressed out using beaded 

one-inch boards, but the top plates were completely 

concealed by doubling the plaster lathing near the 

ceiling and allowing the plaster to feather out 

sufficiently to cover them~ The second floor 

joists are hewn and machine-sawn, and are notched 

over the top plates. The roof is a standard 

gambrel frame, with the lower rafters mortise-and

tenoned to the second floor ceiling joists and 

supported by a flat false plate. The upper rafter 

pairs are mortise-and-tenoned at the ridge and 

rest on a flat curb plate. Short collar beams 

are half-dovetailed into the rafter pairs just 

below the roof peak, and are secured with a si .qle 
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nail driven through the joint. Unfortunately it 

is not possible to examine this detail, so the 

type of nail used cannot be determined. 

The wing is partitioned on the first floor, 

leaving a large kitchen, with a small storeroom 

or pantry along the southeast gable wall. An 

enclosed stair is located in the south corner 

of the wing, with three steps along the southwest 

wall rising to a landing in the corner, and a 

straight flight rising from the landing to the - \ loft along the southeast gable wall. A fireplace 

projects into the kitchen from the northwest 

wall, adjoining the main house. A door to the 

left of the fireplace allows access to the south 

par.lour of the original house. All of the interior 

doors are constructed of relatively narrow beaded 

boards,and are hung on Victorian hinges. The 

lower walls are finished with plhin horizontal 

"wainscoting", the upper walls and ceiling with 

plaster applied to machine-sawn lathing secured 

with machine nails. 

The second floor is partitioned to form a 

small chamber at the southeast end and an unfinished 
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store room at the northwest end. The southeast chamber 

is finished with plain horizontal pine boards nailed 

to the ceiling and knee walls. The store room is 

unfinished, leaving the rafters and roof boards 

exposed. The rafters are half-lapped and nailed 

at the ridge, and collar beams are half-dovetailed 

and nailed with machine nails. The exterior face 

of the gable studs on the main house are left exposed, 

and nail holes from the original exterior siding 

remain visible. A piece of riven clapboard is 

nailed to one stud in a vertical position, probably 

intended as a shim behind the siding. This would 

normally imply that the early siding was also riven 

clapboard, but the nail holes average 7 to 9 inches 

on center, suggesting beaded weatherboards. 

Dating evidence for the original house consists 

largely of the first floor trim and the nails found 

in the framing. A variety of nails were found, including 

a few wrought, hand forged examples. The majority of 

nails, however, were hand-headed machine-made nails, 

which are generally believed to date from the last 

decade of the 18th century and the first quarter of the 

19th century. These included all of the flooring 
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nails, which had hand-struck T-heads on a machine-made 

shaft, and a good selection of normal framing nails 

with double-struck heads and machine-made shafts. 

Also in evidence were lathing and trim nails which 

appear to be early examples of totally machine-made 

nails. On the basis of this evidence a date of circa 

1790-1825 is suggested, with the early machine-made 

lathing and trim nails arguing for the circa 1810-1825 

period. The surviving trim tends to reinforce this 

conclusion. The chairrail is typical. of circa 1790-1830, 
\ 

while the window and door architraves are somewhat 

ambiguous, but in general are also associated with this 

period. 

The wing is not original, but offers little 

conclusive evidence of when it was added. The roof 

framing is most typical of the second quarter of the 

19th century, utilizing machine-made nails, but 

' continuing to use the traditional half-dovetail 

and mortise-and-tenon joints. The machine-sawn 

lathing used to install the first floor plaster would 

not gen~rally be found before 1840, but may not be 

original. Cosmetic changes were clearly undertaken 

in both sections of the building in the late 19th 
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century, as demonstrated by the two-over-two sash in 

both sections of the house, and the late batten doors 

in the kitchen. 
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The Caleb Clough House, though badly deteriorated, 

offers a unique opportunity to study and early 

19th century dwelling that was constructed using 

a mixture of hand-made and machine-made hardware. 

Examples of at least six different types of early 

nails are evident, each used in a relatively 

specific context. The exposed condition of the 

framing allows detailed examination of the majority 

of the building, while sufficient architectural 

evidence remains to ascertain the original plan 

and many of the details. 
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The Maryland Historic Sites Inventory was officially created 
by an Act of the Maryland Legislature, to be found in the 
Annotated Code of Maryland, Article 41, Section 181 KA, 
1974 Supplement. 
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